
lbsspring air

Model

RB-2430
1.18

RB-2460
2.36

R-2442A
1.57

R-2462A
2.36

R-2482A
3.15

Standard Peck

Note 1. Specify optional Hydro-Speed Regulator based on application requirements.  Air return type requires special screw supporter and regulator plate.
 2. Maximum capacity drill size will vary depending on input operating air pressure. (Operating air pressure: 90 psiG)
 3. To achieve maximum power; it is necessary for the spindle to progress forward 1/4” or more.
 4. The above specifications are based on HSS tooling; depth=drill diameter x2.

Speci�cations

Dimensions Inch (mm)

SFC-1338U

SFC-1325U

SFC-1311U
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1 spindle 2 spindles
Typical drill size

3 spindles 4 spindles

RPM inch inch inch inch inch inch lbs

Air consumption
Optional

Regulated Feed StrokeStroke
Max.

Thrust Weight
Operating

air
pressure

1/2 3.94 180

psiG

90 24 27 20.7

ft3/min

No load Max
load

35/64
3/8

2.
07

 (
52

.5
)

4.
33

(1
10

)

28.11 (714)
29.80 (757)

4.65 (118) 12.76 (324) 5.12 (130)

Full stroke 3.94 (100)

5.60(142)

Full stroke
3.94 (100)

2.83 (72)
Clamping range

5.20 (132) 12.24 (311)

Depth of drill shank insertion
Max. 2.36 (60)

(2
4) 1.26

(32)

1.
18

(3
0)

2.
68

 
(6

8)

7.28 (185)

Spindle taper   JT33

Main air inlet 3/8 NPTF

Stroke adjustment screw

Fast forward stroke
adjustment screw

Auto return button

Fast forward stroke
Max. 2.0 (51)

Regulated cutting stroke
based on Hydro-check

Hydro-speed regulator
R(A)(B)–24 type

Manual start button
Manual return button

1.73 (44)

1.30
(33)

1.70
(43)

1.
38

(3
5)

2.
91

 (7
4) 5.
19

 (1
30

)

Safety cover

Start air connector 1/8 NPTF
(With check-valve)

Return air connector 1/8 NPTF
(With check-valve)

 3
.2

7
(8

3)

(6
8)

.60 HP

RB–2460
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